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Description

The MONO Mobile Prover will give your bakery extra proving 
capacity that is mobile and versatile.  The thermostatically 
controlled, twin heating element  (total power 2.5kW) will plug 
straight into your existing power supply.

The cabinet is lightweight, insulated aluminium, protected by 
bump bars fitted rear and sides. Inside edges are silicone sealed 
for hygiene and the outer door surface and tray runners are 
stainless steel.

Features 

• Very compact
• Humidity unit can be easily removed for cleaning
• Easy to manoeuvre

Machine Reference

Reference  Model
FG132  Mobile prover
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MONO Equipment • Swansea West Industrial Park • Queensway •  SA5 4EB • UK.
Tel: 01792 564000 (Sales)  •  +44 1792 564004 (International Sales) 
01792 561234 (Switchboard) • Fax: 01792 561016
E-mail: sales@monoequip.com • www.monoequip.com

As it is our policy to improve our machines continuously, we reserve the right to change specifications without prior notice. 7445/indn/12.06 3Section 4

specifications

Dimensions: 
    
Height:   2070 mm (to floor)
Width:  660 mm  
Depth  1000 mm
Weight:  125kg
Power: Single phase plug top fused at 13amp
  
   
  
Capacity:

Number of trays:  Maximum of 17
Tray size:  760mm (30”) x 455mm (18”)
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